
为工工工工业称重系称重系称重系称重系统提供最佳解决方案提供最佳解决方案提供最佳解决方案提供最佳解决方案

 

WWSDRF_OLD20210222 WWSDRF无线汽车称重板

   

这款无线称重板免去了仪表和称重板间接线
的麻烦，适用于动态和静态称重。推荐称量拥
有大轮胎轮组的大型车辆（拖车、拖拉机、堆场
建筑车等）。



 

规格参数格参数格参数格参数

称重板尺寸：950x611mm。高：59mm。重：约46kg。

称重区域尺寸：950x500mm。

特殊铝材料制成，方便携带，结构坚固，适用于大多数工作环境。

拥有IP68防护等级。

内置称重仪表，受到IP68密封外壳的保护。

内置用于变送器和外部设备间传输数据的无线电模组。

配有便于移动的轮子。

配有IP68不锈钢传感器。

电源：在密封外壳内有充电电池和充电器（充电时间是40h）。

在称重平台底部有特殊防滑橡胶，在任何表面上都不会打滑。

WWS称重板是我司一项专利，专利号为1.342.302。

拥有CE-M 3000e贸易结算认证。

 

可可可可选配置配置配置配置

高精度模式（仅限工厂内部使用）

连接到3590EKR仪表的无线电模块
轴重称重垫高板

上下引坡

 

CE-M认证型号型号型号型号

贸易结算称重板：

-单板称重系板称重系板称重系板称重系统，可作为地磅使用。

-多多多多轮称重系称重系称重系称重系统，称重板数量等于车轮数量。

-轴重称重系重称重系重称重系重称重系统，可用一对或多对称重板进行称重。

 AXLE WEIGHING SYSTEM INSTALLATION:



 

  可可可可选型号型号型号型号

  

 

????

 
Codice

l x w x h
(mm)

Max
(kg)

d
(kg) (kg)

d HR
(kg)*

WWSD6TRF-6 950x500x59 6000 2 2 0,2

WWSD10TRF-6 950x500x59 10000 5 5 0,5

WWSD15TRF-6 950x500x59 15000 5 5 0,5

WWSD20TRF-6 950x500x59 20000 (15000**) 10 10 1
(*) These divisions are obtainable only with the relative options
(**) With ECEM legal for trade approval , Max=15000kg



  

 

  
SALES AND TECHNICAL ASSISTANCE SERVICE 

All the specifications and images can be subject to variations and upgrades without prior notice.


